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S p e c i f i c a t i o n

 

 

LSM-30 receives 4-20 mA analog input from the level measuring device, 

measures it, and sends out 4-20 mA analog output. The measured analog input 
signal calculates the travel distance per minute and sends out an analog output 

of 4-20 mA. Display the level height and speedometer simultaneously on the 
LCD display.

Best Detectors,
Best Service

LSM-30

Power Supply

Isolation

Display

Analog Input

Analog Output-1

Analog Output-2

Communication Output

Operating Temp/Humidity

Mounting

Case Material

Dimensions

Weight

DC 20~30V

Input(power)/Output-1/Output-2

LCD(2 Line 8 Characters)

2-Wire Transmitter Input

(Radar Transmitter Input)

Input Impedance: 250Ω

2-Wire Transmitter Output

(Radar Transmitter Output)

Speed Meter Transmitter Output

(4-20mA OutPut)

RS-485 

-20~50℃, 5~95% RH(Non-Condensing)

Wall or Pipe Station

Poly Carbonate

130(D) x 80(W) x 60(H)

300g

I n t r o d u c t i o n

RS-485 communication is provided for monitoring from a long distance.
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C i r c u i t  D i a g r a m

Best Detectors,
Best Service
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RX TX
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DC 24V

4-20mA

MODEL: LSM-30
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